Diffusori a parete

Wall louvers

Bocchetta di ripresa ad alette fisse inclinate

Return air grille

CARATTERISTICHE
Le particolar alette fisse inclinate a
30° sono state costruite in modo
da garantire una ripresa dell'aria
efficiente e silenziosa.
La finitura in satinato chimico
anodizzato garantisce una migliore
resistenza alla corrosione & viene
effettuata ad assemblaggio
ultimato.

Materiale
Alluminio estruso.
Su richiesta in acciaio inox.

Finitura
Anodizzato naturale.
Altre finiture a richiesta.

Fissaggio
Standard con viti; a richiesta clips.

Accessori
S: serranda di taratura in alluminio
estruso
CT: controtelaio in lamiera zincata
per fissaggio a muro o canale
Eventuale spugna adesiva su
carnice interna
PL: plenum di raccordo.

CHARACTERISTICS
Farticular fixed louvers, inclined a
30°, are made to assure a silent
and efficent return air flow.

Material
Extruded alurminium.
On request build at inox,

Finishing
Natural anodize.
Other finishing on request,

Fixing
Standard with frontal screws; by
request with clips.

Accessories
S: extruded aluminium damper
CT: galvanized sheet iron frame to
wall or canal fixing
It’s available with adhesive sponge
inside the frame
PL: connecting plenum.

BRO

Alette parallele al lato lungo
Louvers parallel to long side

BRV

Alette parallele al lato corto
Louvers parallel to short side
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