Serrande di regolazione, taratura, tagliafuoco

Regulation, articulated and fire dampers

Serranda tagliafuoco
Fire check damper

CARATTERISTICHE
Queste serrande sono composte
da un telaio esterno in lamiera
zincata e da una pala rotante
realizzata in fibra di silicato o in
cartongesso dello spessore di
B0mm. Sono provviste di fusibile
termico di sgancio e
microinterruttore.
Certificazione: REI-120

Materiale
Telaio esterno in lamiera zincata,
pala rotante in fibra di silicato o
cartongesso

Fissaggio
Con viti frontali

CHARACTERISTICS
Are compound by a galvanized

sheet iron frame and rotating louver
made in calcium silicate or plastery

cardboard 80 mm tick. They are
provide of thermical fuse.
Certificated REI 120

Material ol
Galvanized sheet iron frame,
rotating fouver made in calcium
silicate or plastery cardboard

Fixing
By frontal screws

STOM/S: Fire check damper with

louver made in calcium silicate

STOM/G: Fire check damper with
louver made in plastery cardboard

SM: Servo

ST

STOM/S

Serranda tagliafuoco con pala in fibra di silicato
Fire check damper with
louver made in calcium
silicate

Serranda tagliafuoco con
pala in cartongesso

Fire check damper with
louver made in plastery
cardboard

STOM




